Pipe wear protection

Cera Pipe - CeraFlex
System solutions with ceramic components

SMART IN FLOW CONTROL.




Wear protection in the toughest of operating conditions

Conventional materials reach their limits in many industrial
areas. Entirely new perspectives often arise when ceramic
high-performance materials are used.

Ceramics can be deployed to an advantage everywhere
where wear and corrosion resistance and high temperature
stability are needed.

As the technological market leader for ceramic lined industrial
valves and pipeline components, we continually open up new
areas of application together with our customers.

Our range of services consists of the design, testing, production
and delivery of such systems. An optimum customer service is
in place thanks to our after sales service. Our system solutions
enable a great economic bene t in many applications.

There is a comprehensive range of tried and tested standard
products available to our customers. Many of our ceramic
lined products can be delivered economically and at short
notice.

Due to the fact that our products are used in almost all industrial
sectors, our application engineers understand the different prob-
lems and are usually already aware of the customer-speci c
solution.

Our standard products are designed for use in extreme condi-
tions. If particular elds of application cannot be covered by
our delivery programme, we develop new solutions in close
cooperation with our customers.




Advantages for your smooth production process

Our products have a joint-free, ceramic lining.

Ceramic materials display a high level of wear resistance
against abrasive wear but less resistance against impact wear.
A lining without joints and butt joints minimises impact wear,
thus ensuring signi cantly greater service lives. Ou- systems are
fundamentally comgact and ceramically lined without joints.

We supply the best wear protection with a low weight.
Ceramic that is not thick achieves the best wear protection. In
fact, it is important to prevent the onset of wear with a good
and suitable ceramic. The reason for this is the fact that hard
substances with steep angles of impact have a much greater
erosion than at angles of impact. With our thin-walled cera-
mic, we supply pipelines that conform with the nominal sizes
and, as a result, also achieve a weight advantage.

We guarantee nominal size conformity.

Our wear-protected components t into every existing pipe
system. They can also be replaced at a later date with little
effort. As a result, wear-related production losses are effectively
minimised.























































































